
FL +171.64

CL +176.46

BL +176.19

BL +176.19

AA
GF.01
Tower Porch

DGF.01

STG.01

STG.02

Forest of Dean flagstone
floor to be repaired as
C41. Allow a provisional
sum for repair and
replacement as M40
where the floor is
currently obscured due
to storage

Stair and decorative iron
railings to be repaired.
Stone stair tread to be
made good as C41
following the removal of
the downpipe

'Singing gallery' openings
to be reinstated with fixed
glass screen installed
externally as drawing
(50)01 and as L10

Infill to historic nave opening to be carefully
removed by hand as C20 and temporary
timber stud wall installed to provide fixing for
the War Memorial. Wall to comprise 13mm
bead and butt oak t&g boards, on 50 x 25m
SW treated timber battens, VCL on 140 x
38mm CLS timber studs at 600mm c/c and
full fill mineral wool insulation between the
studs, on 9mm OSB sheathing with breather
membrane, 50 x 50mm SW treated timber
battens to provide ventilation, 18mm
external grade WBP plywood to carry the
War Memorial

New timber door installed
in the opening at the
bottom of the inter-mural
stair flight as drawing
(50)01 and as L20

'Singing gallery' openings to
be reinstated with fixed glass
screen installed externally as
drawing (50)01 and as L10

New porch pendant light
fitting to be installed in the
ceiling as the Luminaires
Schedule

New electrical riser cupboard
for existing incoming building

services (electric and water) in
the external wall to be formed
of timber panelling and doors,
as drawing (50)04 and as N10

Stone treads to be carefully dismantled and
relaid following previous unsympathetic
repairs carried out. Masonry repairs as C41
and ironwork repairs to be undertaken by a
specialist conservator

C

C

B

B

Lime plaster repairs to the
internal wall areas as M20 and

as drawing (22)01

2no. redundant metal
brackets in the internal
wall to be removed as
C20 for health and safety
reasons

New ceiling hatch to be
installed in the ceiling where
existing joists are modern and
undersized to allow ladder
access to the floors above and
preserve openness of space
as drawing (50)04 and as L20

RWP.01

RWP.02

New painted cast iron
rainwater downpipe in the
external wall as R10

New recessed floor
lighting to be provided
only in replacement
flagstones as Luminaires
Schedule

New recessed floor
lighting to be provided
only in replacement
flagstones as Luminaires
Schedule

DFF.01

WGF.01

WGF.03CGF.01

W1

W1

F1

F1

P1

H1
P2
P3

CCR1

AA

C

C

LDF.01

DFF.02

Modern plywood panels
to gantry enclosure to
be removed to open up
the space below as C40

Boarded timber
access hatch to be
reinstated in the
external wall as L10
and as drawing (50)01

B

B

Masonry repairs carried out to
the internal wall areas as

drawing (22)02 and walls to be
redecorated in limewash as

M60

New painted cast
iron rainwater
downpipe in the
external wall as R10

New painted cast
iron rainwater
downpipe in the
external wall as R10

RWP.02

RWP.01

FF.03
Clock Gantry
& Pendulum

FL +179.575

LDF.02
Existing ladders to be
retained for access

FL +176.48

CL +181.80

BL +179.35

BL +181.30

BL +181.30

H 178.85
C 177.37

H 178.85
C 177.37

H 178.85
C 177.37

AA

C

C

FF.01
Ringing
Chamber

FF.02
Inter-mural
Stair

WFF.01

WFF.02

LDF.01

WFF.03

Timber floor to be
reinstated with new
timber floorboards to
match the existing and
as K20, where previously
altered to provide ladder
access

Clock mechanism and pendulum to be erected against the internal
wall for public display by the clock conservator

Clock mechanism
- 770w x 650d x 650h

3380mm high overall including the pendulum

Inter-mural stair walls
and ceiling to be lightly
repaired with loose
areas of stone to be
de-frassed as C41

New handrail to be
installed with epoxy paint
finish and integrated LED
downlight to the underside
as the Luminaires
Schedule and drawing
(50)02

GRP panels to be carefully removed from the window
embrasures and diamond leaded lights to be

reinstated in existing openings (3no. openings) as L10
and drawing (50)01. Iron saddle bars to be replaced
with new stainless steel bars to prevent rust jacking

and to be painted as M60

B

B

Chip board coverings to be removed
throughout and timber floorboards to
be repaired and reinstated as K20 to
match the existing board sizes and
timber type. Floorboards to be
waxed in  a traditional finish as M60

New flush timber access
hatch to be installed in the
floor as drawing (50)04
and as L20

Masonry repairs carried
out to the internal wall
areas as drawing (22)02
and walls to be
redecorated in limewash
as M60

New painted cast iron
rainwater downpipe in
the external wall as
R10

New painted cast iron
rainwater downpipe in
the external wall as
R10

HFF.01

RWP.01

RWP.02

H1

CS1

CS1

CS1

CCR1

CCR1

P2
P3

Modern building fabric to be
removed as C20

Key to Drawing

B

AA

B

Slate roof coverings and lead gutters to be renewed as H62
and H71. Existing slate coverings and ridge to be salvaged
and inspected by the Architect. Lead stepped gutters to be
redirected and rainwater outlets repositioned in the gutters

Weather vane and mast
to be redecorated as M60

Flag mast to be
redecorated as M60

New fall arrest system to
be installed within the
existing roof gantry as
N25 by a specialist
access contractor

RWP.01

RL +187.16

DR.01
Existing access hatch to
be removed and replaced
with new Bilco S-50TB
roof hatch as L20

Parapet pinnacles and
crenellations to be
repaired C41 and
repointed in lime mortar
as Z21

Woodstone bat box to be
fixed to the inside parapet
wall below the
crenellations as Q50

Woodstone bird box to be
fixed to the inside parapet
wall below the
crenellations as Q50

RWP.02

New painted cast iorn
hopper as R10

New painted cast iorn
hopper as R10

A AC C

BB

C CB

FL +181.82 BL +185.56BL +185.55

A A

B

B

FL +182.62

SF.01
Belfry

FL +181.505

CESF.01

CESF.02

CESF.03

LDS.01

WSF.01

WSF.02

WSF.03

WSF.04

LDF.02

CFSF.01

CFSF.02

CFSF.03

Plastic sheeting to be
removed from the rear of the
louvred belfry openings and

timber louvres to be repaired
as C51. New 50 X 100mm

oak frame to be installed to
the internal perimeter of the

opening with heavy gauge
stainless steel mesh installed
to provide ventilation and bird
protection as drawing (50)04

Circular brick embrasures behind
clock faces to be repaired as C41
and repointed in lime mortar as Z21.
Allow for the removal of vegetation
and detritus

Clock cases to be fully repaired
to include new ironmongery and
decoration as drawing (XX)xx.
Modern sterling board finishes
to be removed and replaced
with a new timber boarded roof
and code 6 lead installed over
the enclosure to protect
enclosures from wind driven
rain through the open belfry
louvres above

Modern plywood enclosure to
be removed as C40 and clock
mechanism and historic
pendulum to be relocated to
the first floor for public display

Clock dials in the external wall to
be repaired by specialist.
Replacement LED lighting to be
installed to the rear of the clock
faces by others to allow the clock
display to be illuminated at night

New painted cast iron
rainwater downpipe as R10

Timber floor to be cleaned by specialist
removing bird guano and locally
repaired as C51 and waxed in a

traditional finish as M60. Internal walls
to be re-rendered in lime plaster as

M20 and as drawing (22)03

RWP.01

New painted cast iron
rainwater downpipe as R10

Rainwater chute to be
retained as a feature. Modern
downpipe to be removed as
C40

RWP.02

1 WAY LIGHT SWITCH

SUSPENDED PORCH PENDANT LIGHT

UP AND DOWN LED WALL LIGHT

UNIVERSAL CONDUIT SYSTEM ROUTE

INTEGRATED LED LIGHT HANDRAIL

RECESSED FLOOR UPLIGHTING

P1

TUBULAR SUSPENDED PENDANT LIGHT  (TYPE 1)P2

F1

CS1

H1

TUBULAR SUSPENDED PENDANT LIGHT (TYPE 2) P3

W1

CONDUIT CEILING ROSES
CCR1

ELECTRICAL WORKS BY A COMPETENT PERSON
SCHEME MEMBER:
All wiring and electrical works to be designed, installed,
inspected and tested in accordance with the requirements
of BS 7671, the IEE 16th edition wiring guidance and
Building Regulation Part P (Electrical Safety) by a member
of the O.D.P.M Competent Person Scheme.

The competent person is to provide a Self-certification
Certificate within 14 days of the electrical works completion.
The Employer must receive both a copy of Self-certification
Certificate and a BS 7671 Electrical Installation Test
Certificate.

All lamps to be LED unless noted otherwise. To be read in
conjunction with section C.6 of the Pricing Activity Schedule.

Switches and sockets outlet positions to comply with
Part M of the Building Regulations and to be located in
the ground floor services cupboard CGF.01.

PLEASE NOTE: this electrical layout is indicative only
to show number, type and location of fittings in
accordance with the Luminaries Schedule and all fin al
locations/ positions to be agreed with the Architect on
site.

Existing lighting to the ground and first floors to be
removed and second floor lighting to be retained.

External commando sockets to BS EN 60309-2.

DOUBLE OUTDOOR SWITCHED WALL SOCKET

FALL ARREST SYSTEM INDICATIVE
LAYOUT FEATURES
A High Load start/ end post
B Intermediate post with 

intermediate bracket
C High load corner

Fall arrest life line

Do not scale for construction purposes. The contractor shall check
and verify all dimensions on site before ordering any components
or fittings and any such are to be installed to the manufacturer's
recommended details. Please note that these Building Regulations
drawings show design intent only and construction is the
responsibility of the contractor. All drawings are copyright of DHV
Architects and shall not be reproduced without their consent.
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