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DOOR/ WINDOW/
HATCH NUMBER

NOTES

DFF.02

FF.03 Clock Gantry and Pendulum (Exterior View)
NFR external access door as L20.
45mm double plank oak outward opening door with a triangular
arch head and scribed to fit the existing rebate in clear exterior
high build wood oil finish as M60, with 2no. band and spike 'T'
hinges in beeswax finish and pintles to be resin and mortar fixed
into mortar beds of existing masonry, thumb latch. Provisional
sum of £350.

FFFL
+173.930

DOOR/ WINDOW/
HATCH NUMBER

NOTES

WGF.01 & WGF.03

GF.01 Tower Porch (Exterior View)
Fixed lancet windows in reinstated gallery openings as L10 and L40.
Blackened steel angle frames with fixed thin double glazed units to include
3mm hand-drawn glass outer pane and 4mm toughened low-e glass inner
pane. Glazing requirements for safe breakage as AD Part K4 in critical
locations and as defined in BS EN 12600 section 4 and BS 6206 clause
5.3

DFF.01

FF.02 Inter-mural Staircase (Exterior View)
NFR internal door as L20.
45mm double plank oak outward opening door with a lancet arch head
and scribed to fit the existing rebate in clear wax polish finish as M60, with
2no. band and spike 'T' hinges in beeswax finish and pintles to be resin
and mortar fixed into mortar beds of existing masonry, thumb latch.
Provisional sum of £350.

FFFL
+173.930

FFFL
+179.641

WFF.01, WFF.02 & WFF.03

FF.01 Ringing Chamber (Interior View)
Diamond leaded light windows as L10 and L40 and to be undertaken by a
leaded light window specialist.
New 15 x 15mm stainless steel bars (to match the existing) to be cleaned,
lightly abraded and an epoxy paint finish applied. To be bedded in lime
mortar as Z21. 3mm 'restoration' quality (hand-drawn) glass diamond
quarries to be set in 6mm wide round profile lattice of lead cames with a
16mm wide border and ventilation detail at the base of the window

FFFL
+176.480
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HFF.01

FF.01 Ringing Chamber
NFR floor access hatch as L20.
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609 25 x 150mm oak floor boards as

K20 fixed to planed kiln-dried oak
timber frame and to be limewashed
as M60, with recessed lath and
plaster ceiling as M20 to the visible
ground floor areas. Allow for 4no.
brass lifting handles in each of the
corners. Structural trimming to be
as the structural engineer's details
and specification with planed
kiln-dried oak trimmers to the
exposed visible edges of the new
opening. See drawing 1398 (40)01
for enlarged details

Do not scale for construction purposes. The contractor shall check
and verify all dimensions on site before ordering any components
or fittings and any such are to be installed to the manufacturer's
recommended details. Please note that these Building Regulations
drawings show design intent only and construction is the
responsibility of the contractor. All drawings are copyright of DHV
Architects and shall not be reproduced without their consent.
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